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Sealed Lead Acid Rechargeable Battery

12VHEC22-SEC 12v22.0Ah
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Specification

1
Current
© NOMINAL VOLTAGE v

J Arde
© NOMINAL CAPACITY(2 hr 11.0A)0: 22.0Ah

© DIMENSIONS - -
HEIGHT } 170 mm (.
LENGTH A" ' S T
WIDTH .78
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© CONTAINER MATERIAL
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Characteristics |

mm(inch)

© CAPACITY 25°C /77 °F

2hr@ 11.0A
10hr@ 2.5A

© CHARGING VOLTAGE ( 25°C, 77 °F )

Lot WL -

:22.0Ah
:25.0 Ah

-l

CYCLE: INITIAL CHARGING CURRENT LESS THAN 6.6A
VOLTAGE 14.5~14.9V

FLOAT: CHARGE VOLTAGE 13.6~13.8V

®
© DESIGN CYCLE SERVICE LIFE: 4 YEARS

Tolera nd +/-0.08 in. (+/-2mm) for height dimensions.

© SELF-DISCHARGE RESIDUAL CAPACITY(25°C , 77 °F )
AFTER 3 MONTHS

AFTER 6 MONTHS
AFTER 12 MONTHS

1 ~90% -
1 ~80%
1 ~60%

mm
Packaging and Weights

Q

© CASE LOT SIZE

Q

. 4Pcs
o NET WEIGHT(UNIT) : 6.85Kg (15.10lbs)
o GROSS WEIGHT(CASE SIZE) : 27.9Kg (61.52Ibs)
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